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Paint Specification

Recycled Paints and Primers include:
® Latex paints, interior and exterior, recycled
® Latex primers, interior and exterior , recycled

Recycled Paints and Primers must be Green Seal or UL Environment EcolLogo certified.

Paints, Primers and Other Coatings, include but are not limited to:
® Latex paints, interior and exterior
e Latex primers, interior and exterior
e Blockfillers, sealers, acrylics, alkyds, epoxies
e Caulks
e (Clear wood finishes, varnishes and lacquers
® Floor coatings, interior and exterior
e Rust-inhibitors
e Stains, interior and exterior
e Waterproofing compounds and sealants (excluding reactive penetrating sealants and shellacs)

Paints, Primers, and Other Coatings must have one of the environmental certifications or ecolabels listed below:
e Green Seal Certified
http://www.greenseal.org/GreenBusiness/Standards.aspx

e UL Environment EcolLogo Certified
http://www.ul.com/global/eng/pages/offerings/businesses/environment/services/ELmark/index.jsp

e UL Environment GreenGuard Certified
http://www.greenguard.org/en/CertificationPrograms/CertificationPrograms_certificationProcess/CertificationP

rograms_certificationCategories.aspx

e Master Painter’s Institute (MPI1) GPS-2 Labeled or Extreme Green (X-Green) Certified
http://www.specifygreen.com/

¢ Included on South Coast Air Quality Management District (SCAQMD) Super-Compliant List
http://www.agmd.gov/prdas/Coatings/SuperCompliantManufacturers/super-compliant-manf-list.pdf
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